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STREETLIGHT PHOTOMETRIC TEST REPORT
NAME: LED STREET LIGHTS TYPE: WEIGHT:
SPEC. : DIM.: SERIAL No.:
MFR. : SUR. :175cm*140cm Shielding Angle:
DATA OF LAMP PHOTOMETRIC DATA Eff: 145.65 Im/W
MODEL ZGSM-LD25KS 5050 2M Imax(cd) 1620 n street_up(%) 0.0
NOMINAL POWER(W) 25 LOR(%) 100.4 n street_down(%) 57.5
RATED VOLTAGE(V) 220 TOTAL FLUX(Im) 3641 n house_up(%) 0.0
NOMINAL FLUX(Im) 3625 MAXIMUM @(C,y ) 170,67.0 | 5 house_down(%) 42.9
LAMPS INSIDE 1 n up%) 0.0 76 FLASHAREA(M2) 0.05000
TEST VOLTAGE(V) 220.1 n down(%) 100.4 SLI 21.882
INTENSITY DISTRIBUTION DIAGRAM MAX INTENSITY CONE SURFACE

IN C PLANS

-150

-120

-/+180

150

120

90

0
AVERAGE BEAM ANGLE(50%):125.6 DEG

€30/210,135.8
0 __ 60/240,108.4
€90/270,100.4

DISTRIBUTION DIAGRAM

C180

co
Max @ y = 67.0DEG STREET SIDE

HOUSE SIDE
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 10.0DEG Interval: 1.0DEG

*est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Humidity:65.0%

Test Distance:-10.480m [K=1.0000]

Remarks:

Test Speed: HIGH
Temperature:25_3DEG
Operators:DAMIN
Test Date:2017
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STREETLIGHT I1SOCANDELA DIAGRAM
NAME: LED STREET LIGHTS TYPE: WEIGHT:
SPEC. : DIM. : SERIAL No.:
MFR. : SUR. :175cm*140cm Shielding Angle:
180 170
160 150 Classification:
140 IES:Type 11 - Medium
CIE:Narrow - Intermediate
130 IES:Semi cut-off
CIE:Non-cut-off
120 Max.At80:135.2cd/klIm
Max.At90:0.8903cd/kIm
Max.80-90:135.2cd/kIm
110
1SOCANDELA DIAGRAM
| 100 UNIT cd
Imax=100% 1620
270, |285| |300| [315| [330] [345
1 \ . 90% 1458
,,k;;; 80% 1296
g . 70% 1134
- 60% 972
N ___ 50% 810
> 40% 648
X . 30% 486
20% 324
| 40
o 10% 162
30
20 5% 81
HOUSE SIDE 70 10 STREET SIDE
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 10.0DEG Interval: 1.0DEG

Test Speed: HIGH
Temperature:25_3DEG
Operators:DAMIN
Test Date:2017

*est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:-10.480m [K=1.0000]
Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND 1SOLUX DIAGRAM

cUCh) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
100
TILT ANGLE
% I 0.0(DEG)
I 5.0(DEG)
80 10.0(DEG)
[ 15.0(DEG)
70 20.0(DEG) e
60 B
50 e
40 ———1—+
30 —
20
10
0
2 1 0 1 2 3 4
HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT

ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir = 9.66 Ix

w TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.
7 ' F Yy NN HEIGHT FACTOR
W v NN 5m 4.000
2 0 (I || ‘ 6 2.778
< r 8 m 1.563
a L il
2 = am 1.235
w O n
R & 10 m 1.000
> C
e 3L 11 m 0.826
o E 12 m 0.694
5 4_7\ L1 \_6\ L1 \_5\ L1 \_4\ L1 \_3\ L1 \_2\ L1 \_1\ L1 \0\ L1 \1\ L1 \2\ L1 \3\ L1 \4\ L1 \5\ L1 \6\ L1 \7 13 m 0-592
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.510
— 7.7 5.8 — 4.8 3.9 — 2.9 15 m 0.444
0.97 —— 0.48 — 0.29 —— 0.097 0.048
16 m 0.391
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH 1f’est System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]
Test Date:2017 Remarks:
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 4 OF 11
ZONAL FLUX DIAGRAM
NAME: LED STREET LIGHTS TYPE: WEIGHT:
SPEC.: DIM.: SERIAL No.:
MFR. : SUR. :175cm*140cm Shielding Angle:
¥ co Ca5 Cco0 C135 C180 C225 C270 C315 % @ zone o total %lum, lamp
10 979.0 1002 1010 996.5 979.4 939.3 917.1 930.7 0- 10 92.39 92.39 |2.54,2.55
20 989.1 1034 1038 1034 995.8 908.2 854.3 894.4 10- 20 274.2 366.6 |10.1,10.1
30 1017 1063 1056 1078 1032 859.5 753.4 828.8 20- 30 446.4 813.0 |22.8,22.4
40 1065 1063 934.8 1080 1092 792.7 621.0 740.8 30- 40 592.8 1406 38.6,38.8
50 1144 939.6 711.4 959.5 1210 680.1 405.7 604.1 40- 50 680.7 2086 57.3,57.6
60 1273 678.1 364.5 696.5 1418 454.4 207.2 370.2 50- 60 679.6 2766 76,76.3
70 1444 274.4 130.8 285.6 1563 177.8 56.15 132.9 60- 70 566.9 3333 91.5,91.9
80 273.9 38.02 27.05 45.12 435.9 17.27 7.271 12.57 70- 80 286.3 3619 99.4,99.8
90 3.002 1.356 0.4559 1.435 3.038 1.393 0.6419 1.531 80- 90 21.64 3641 100,100
100 90-100
110 100-110
120 110-120
130 120-130
140 130-140
150 140-150
160 150-160
170 160-170
180 170-180
DEG LUMINOUS INTENSITY:cd UNIT:Im

C Range: 0 - 360DEG
C Interval: 10.0DEG

Test Speed: HIGH

Temperature:25_3DEG

Operators:DAMIN
Test Date:2017

Ex\ies3ZHFIE\KL KM KSBEXT5050 2M 3M\2M\25W 5050 KS.GOS

y Range: O - 90DEG
* Interval: 1.0DEG
e

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.362

Humidity:65.0%

Test Distance:-10.480m [K=1.0000]

Remarks:
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ISOCANDELA DIAGRAM

NAME: LED STREET LIGHTS TYPE: WEIGHT:

SPEC. : DIM.: SERIAL No.:

MFR. : SUR. :175cm*140cm Shielding Angle:
90  10% 162.0
o s
7 me
R m
o/ o
40
30
20

10

VERTICAL (DEG)
o

-10
-20
-30
-40
-50
-60 >
-70 Bt s D s e s R N A I B
Imax:1620(H-65.0,V-22.0)
-80 (At:C=170.0,Gamma=67.0)
90 UNIT: cd
-90 -80 -70 -60 -50 -40 -30 -20 -10 0 10 20 30 40 50 60 70 80 90
HOR1ZONTAL (DEG)
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]
Test Date:2017 Remarks:
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Planar 1l1luminance Curve

Planar Illuminance Curve

E(IX) MH = 10 m
10
/NN _ co/180
/ \\
9 / \\ €90/270
/ : \\\
8 / \
: \

4 \|
/
,// \\\
3 . ‘
\
/ N\
2
~ /// \ h ~
1
ol=—"1 \\\\\\\\\\“‘“"’*’
-25 -20 -15 -10 -5 0 5 10 15 20 25
Distance(m)
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]
Test Date:2017 Remarks:
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 7 OFf 11
LCS REPORT
NAME: LED STREET LIGHTS TYPE: WEIGHT:
SPEC. : DIM. : SERIAL No.:
MFR. : SUR. :175cm*140cm Shielding Angle:

LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH

Uplight
150
120
90
60
100 100
90 90
80 ‘ 80
60 60
Back Front
0
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]
Test Date:2017 Remarks:
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 8 OF 11
BUG REPORT
NAME: LED STREET LIGHTS TYPE: WEIGHT:
SPEC. : DIM. SERIAL No.:

MFR. :

SUR. :175cm*140cm

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %
FL - Front-Low(0-30) 432.3 11.9
FM - Front-Medium(30-60) 1121.6 30.8
FH - Front-High(60-80) 515.73 14.2
FVH - Front-Very High(80-90) 14.301 0.4
Total Forward Light 2083.9 57.2
BL - Back-Low(0-30) 380.68 10.5
BM - Back-Medium(30-60) 831.44 22.8
BH - Back-High(60-80) 337.46 9.3
BVH - Back-Very High(80-90) 7.3413 0.2
Total Back Light 1556.9 42.8
UL - Uplight-Low(90-100) 0 0.0
UH - Uplight-High(100-180) 0 0.0
Total Up Light 0 0.0
\BUG(Back,Up,Glare) Rating B1-UO-G1
Zone Downward Upward Total
Lumens Lumens Lumens

House Side 1556.9 0 1556.9
Street Side 2083.9 0] 2083.9

C Range: O - 360DEG y Range: O - 90DEG

C Interval: 10.0DEG Interval: 1_0DEG

Test Speed: HIGH *est System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362

Temperature:25_3DEG
Operators:DAMIN
Test Date:2017

Ex\ies3ZHFIE\KL KM KSBEXT5050 2M 3M\2M\25W 5050 KS.GOS

Humidity:65.0%
Test Distance:-10.480m [K=1.0000]
Remarks:




EV=RFINE
EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 9 Of 11

ROAD ISOCANDELA REPORT

NAME: LED STREET LIGHTS TYPE: WEIGHT:
SPEC.: DIM. : SERIAL No.:
MFR. : SUR. :175cm*140cm Shielding Angle:

ROAD SURFACE ISOCANDELA DIAGRAM

\
//\\\ \ V._Short
\
1MH 7 N \
] Short
\
[ | \‘
2.25MH | \ |
f |
| J
|
| |
Medium
3.75MH ——— |
|
Long
6MH Type 1 Type 11| Type 11 Type 1V
1MH 1MH 1.75MH 2_75MH
Pavement Road
— 70% 50% — 20% 5% — 2.5%
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 10.0DEG Interval: 1_0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]
Test Date:2017 Remarks:
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

EV=RFINE
Page 10 OF 11

LUMINOUS DISTRIBUTION

INTENSITY DATA

NAME: LED STREET LIGHTS TYPE: WEIGHT:

SPEC. : DIM.: SERIAL No.:

MFR. : SUR. :175cm*140cm Shielding Angle:

Table--1 UNIT: cd
C(DEG)

y (DEG 0 10 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180

0 979 | 977 | 975 | 974 | 973 | 971 | 970 | 969 | 969 | 967 | 967 | 966 | 965 | 964 | 964 | 963 | 963 | 963 | 979
5 978 | 980 | 982 | 984 | 986 | 987 | 988 | 989 | 989 | 989 | 988 | 986 | 984 | 981 | 978 | 974 | 970 | 966 | 978
10 979 | 985 | 991 | 996 | 1001|1004 | 1007 | 1008 | 1010 | 1010 | 1009 | 1007 | 1003 | 999 | 994 | 987 | 981 | 973 | 979
15 982 | 993 | 1002 | 1010|1017 | 1021 | 1024 | 1025 | 1026 | 1027 | 1026 | 1025 | 1023 | 1018 | 1013 | 1004 | 995 | 982 | 985
20 989 | 1004 | 1017|1027 | 1033 | 1034 | 1035 | 1036 | 1037 | 1038 | 1038 | 1038 | 1037 | 1036 | 1033 | 1024 | 1012 | 998 | 996
25 1001 | 1019 | 1035 | 1044 | 1046 | 1046 | 1048 | 1052 | 1054 | 1055 | 1057 | 1058 | 1058 | 1054 | 1051 | 1046 | 1035 | 1018 | 1012
30 1017 | 1040 | 1057 | 1061 | 1061 | 1064 | 1063 | 1059 | 1056 | 1056 | 1059 | 1066 | 1074 | 1078 | 1077 | 1068 | 1060 | 1042 | 1032
35 1040 | 1065 | 1080 | 1085 | 1084 | 1071 | 1050 | 1031 | 1019 | 1019 | 1023 | 1037 | 1059 | 1086 | 1103 | 1102 | 1089 | 1070 | 1058
40 1065|1097 | 1116 | 1116 | 1086 | 1041 | 987 | 954 | 935 | 935 | 939 | 960 | 997 | 1054 | 1107 | 1137 | 1133 | 1107 | 1092
45 1097 | 1143|1168 | 1132|1060 | 975 | 902 | 856 | 834 | 837 | 841 | 864 | 912 | 989 | 1084 | 1162|1196 | 1165|1140
50 1144|1221 (1213|1131 | 997 | 883 | 788 | 730 | 707 | 711 | 715 | 740 | 796 | 897 | 1022|1168 | 1259 | 1266 | 1210
55 1193|1301 | 1251|1088 | 898 | 756 | 644 | 583 | 553 | 553 | 559 | 591 | 653 | 770 | 927 | 1126|1315 |1382| 1288
60 1273|1377 |1257|1001 | 763 | 593 | 468 | 397 | 365 | 364 | 371 | 401 | 473 | 600 | 793 | 1033|1326 | 1511|1418
65 1417 | 1485|1224 | 854 | 574 | 401 | 282 | 223 | 207 | 212 | 213 | 225 | 282 | 404 | 592 | 882 | 1270|1610 1568
70 1444|1487 |1078| 608 | 344 | 204 | 140 | 132 | 127 | 131 | 132 | 140 | 149 | 211 | 360 | 633 |1106 | 1581 | 1563
75 928 | 1007 | 662 | 293 | 126 |90.4|81.7|65.0|59.2|59.4|60.0|65.4|87.0|99.5| 143 | 325 | 723 | 1190|1130
80 274 | 329 | 191 |55.7|37.6|38.4|32.8|27.6|27.2|27.0|27.8|29.6|34.1|44.7|45.6|71.6| 251 | 490 | 436
85 7.54(10.9/10.4|8.32|7.02|7.23|7.14|7.46|7.36|1.46(6.03|8.59(8.71/9.63|9.60(12.2(19.6(32.5|24.8
90 3.00(2.73|2.20(1.74|1.44|1.27|1.24|1.26(1.15|0.46(0.97|1.33|1.34|1.37|1.50(1.82(2.32(2.70|3.04
C Range: O - 360DEG Range: O - 90DEG
C Interval: 10.0DEG Interval: 1_0DEG

Test Speed: HIGH
Temperature:25_3DEG
Operators:DAMIN
Test Date:2017

Y
Te

Ex\ies3ZHFIE\KL KM KSBEXT5050 2M 3M\2M\25W 5050 KS.GOS

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:-10.480m [K=1.0000]
Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHTS TYPE: WEIGHT:

SPEC.: DIM.: SERIAL No.:

MFR. : SUR. :175cm*140cm Shielding Angle:

Table--2 UNIT: cd
C(DEG)

y (DEG 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 977 | 975 | 974 | 973 | 971 | 970 | 969 | 969 | 967 | 967 | 966 | 965 | 964 | 964 | 963 | 963 | 963
5 972 | 967 | 962 | 958 | 954 | 951 | 948 | 946 | 945 | 944 | 944 | 945 | 947 | 949 | 951 | 954 | 958
10 969 | 959 | 951 | 943 | 936 | 929 | 923 | 920 | 917 | 917 | 919 | 923 | 928 | 934 | 939 | 946 | 953
15 970 | 956 | 942 | 929 | 918 | 908 | 899 | 893 | 889 | 890 | 893 | 900 | 908 | 919 | 930 | 940 | 951
20 976 | 957 | 936 | 917 | 899 | 882 | 869 | 860 | 854 | 855 | 860 | 871 | 885 | 904 | 922 | 939 | 953
25 987 | 962 | 932 | 902 | 875 | 850 | 830 | 817 | 808 | 810 | 817 | 833 | 854 | 880 | 910 | 938 | 960
30 1005| 968 | 924 | 879 | 840 | 807 | 781 | 763 | 753 | 754 | 763 | 783 | 810 | 847 | 890 | 933 | 970
35 1023| 971 | 912 | 854 | 805 | 761 | 724 | 704 | 693 | 694 | 705 | 730 | 766 | 813 | 866 | 923 | 979
40 1045| 977 | 901 | 825 | 760 | 702 | 658 | 634 | 621 | 623 | 637 | 666 | 711 | 771 | 840 | 914 | 987
45 1079| 987 | 884 | 785 | 702 | 630 | 578 | 543 | 525 | 530 | 554 | 591 | 642 | 715 | 803 | 900 | 996
50 1116| 988 | 854 | 729 | 631 | 533 | 454 | 419 | 406 | 408 | 427 | 481 | 562 | 646 | 752 | 874 | 1001
55 1154 | 978 | 804 | 656 | 517 | 409 | 351 | 320 | 305 | 309 | 326 | 367 | 434 | 563 | 689 | 840 | 999
60 1173 | 940 | 723 | 521 | 388 | 302 | 245 | 220 | 207 | 209 | 222 | 259 | 320 | 420 | 601 | 790 | 994
65 1157 | 849 | 575 | 371 | 262 | 186 | 138 | 124 | 118 | 120 | 125 | 151 | 206 | 294 | 443 | 695 | 973
70 1053 | 671 | 372 | 224 | 132 |90.7|74.1|58.2|56.1|56.5|61.1|82.0| 101 | 165 | 278 | 513 | 851
75 726 | 363 | 172 |80.4|52.0(43.7|31.7|28.6|26.9|27.3|28.5|35.5|44.7|55.5| 102 | 242 | 532
80 258 199.6|26.7|18.5|16.0|12.0|9.37|8.56|7.27|7.62(8.17|9.08|12.2|13.0|17.0|40.1| 138
85 11.1|6.39|3.69|2.30(1.25|0.73|0.56|0.47|0.44|0.47|0.54|0.67|0.94|1.57|2.47|3.48|4.66
90 2.92|2.65|2.18|1.61|1.17/0.88|0.73|0.65|0.64|0.67|0.75(0.93|1.26(1.80|2.42|2.95|3.23

C Range: O - 360DEG y Range: O - 90DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362

Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]
Test Date:2017 Remarks:
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