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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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-/+180

-150
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-30

UNIT:cd
C0/180,159.7

UNIT:cd

C30/210,136.2

UNIT:cd

C60/240,108.0

UNIT:cd

C90/270,100.7
AVERAGE BEAM ANGLE(50%):126.2 DEG
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INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS

MAX INTENSITY CONE SURFACE
DISTRIBUTION DIAGRAM

C0
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Max @   = 67.0DEGHOUSE SIDE STREET SIDE
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DATA OF LAMP PHOTOMETRIC DATA Eff: 150.05 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













ZGSM-LD200Kl 5050 2M

200

220

30000

1

220.1

12691

100.0

30011

180,67.0

0.0

100.0

0.0

55.2

0.0

44.9

0.05000

25.851

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Classification:

IES:Type II - Medium
CIE:Narrow - Intermediate

CIE:Non-cut-off
IES:Semi cut-off

Max.At80:147.7cd/klm
Max.At90:0.8355cd/klm
Max.80-90:147.7cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%  12691

90%  11422

80%  10153

70%   8884

60%   7615

50%   6346

40%   5076

30%   3807

20%   2538

10%   1269

 5%    635

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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STREET SIDEHOUSE SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 77.34 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:×10cd UNIT:lm

778.2 802.7 811.5 801.1 778.6 747.8 734.1 745.9 739.0 739.0 2.46,2.46

791.3 831.8 846.5 835.8 793.8 725.1 689.2 723.6 2201 2940 9.8,9.8

819.0 870.6 848.8 881.0 827.8 692.5 617.8 688.1 3619 6559 21.9,21.9

868.8 860.1 729.4 858.5 887.3 642.0 523.0 633.1 4821 11380 37.9,37.9

959.9 750.8 528.6 730.1 999.2 554.1 389.4 539.8 5572 16952 56.5,56.5

1104 524.6 235.2 480.1 1172 400.4 214.3 389.0 5587 22539 75.1,75.1

1215 202.0 83.74 158.4 1229 171.7 79.19 176.2 4658 27196 90.6,90.7

428.0 38.87 21.83 29.80 318.8 29.73 13.37 38.19 2572 29769 99.2,99.2

2.182 0.6958 0.3152 0.6222 2.507 1.083 0.4223 1.003 242.3 30011 100,100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ISOCANDELA DIAGRAM

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Imax:12691(H-67.0,V0.0)
 (At:C=180.0,Gamma=67.0)

UNIT: cd

10% 1269
20% 2538
30% 3807
40% 5076
50% 6346
60% 7615
70% 8884
80% 10153
90% 11422

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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LCS REPORT

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Uplight

LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH

1800

3600

5400

7200

9000(lm)

FrontBack

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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BUG REPORT

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 3492.9 11.6

FM - Front-Medium(30-60) 8906.2 29.7

FH - Front-High(60-80) 4013.9 13.4

FVH - Front-Very High(80-90) 140.9 0.5

Total Forward Light 16554 55.2

BL - Back-Low(0-30) 3066.2 10.2

BM - Back-Medium(30-60) 7073.5 23.6

BH - Back-High(60-80) 3216.1 10.7

BVH - Back-Very High(80-90) 101.4 0.3

Total Back Light 13457 44.8

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B4-U0-G4

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 13457 0 13457

Street Side 16554 0 16554

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ROAD ISOCANDELA REPORT

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: ×10cd

0

0 776

5 777

10 778

15 783

20 791

25 803

30 819

35 840

40 869

45 904

50 960

55 1020

60 1104

65 1204

70 1215

75 977

80 428

85 37.5

90 2.18

10

776

779

784

792

804

819

839

863

896

945

1024

1105

1176

1245

1227

993

443

31.8

2.03

20

776

782

790

802

816

834

854

880

919

969

1013

1046

1042

1000

881

614

235

23.5

1.65

30

776

785

796

809

825

841

862

891

916

934

932

892

816

688

490

255

66.5

13.9

1.19

40

776

788

801

816

830

847

870

888

886

860

806

724

606

444

263

101

40.4

9.23

0.81

50

775

789

805

819

833

854

871

868

834

776

696

583

443

287

141

76.9

37.3

7.38

0.58

60

776

791

808

823

838

858

865

840

785

710

606

482

332

190

110

67.8

30.3

5.63

0.43

70

775

792

810

825

842

860

857

817

751

663

554

422

269

152

104

53.8

25.8

4.85

0.37

80

776

793

811

827

845

860

850

803

733

643

532

391

243

149

84.8

49.8

24.3

3.61

0.33

90

774

792

812

828

847

860

849

800

729

641

529

382

235

150

83.7

48.3

21.8

1.74

0.32

100

774

792

811

827

847

861

851

801

730

638

526

381

233

147

81.7

47.7

21.0

1.83

0.33

110

774

791

809

826

846

863

858

814

745

655

543

405

250

145

95.8

49.2

22.9

3.06

0.36

120

773

790

807

824

843

865

868

837

778

697

589

458

302

164

105

59.1

24.4

3.16

0.41

130

773

787

803

820

838

863

879

870

829

763

675

554

403

242

115

69.3

29.9

3.68

0.52

140

773

785

799

816

834

856

883

897

888

851

785

693

557

384

202

75.4

29.7

4.46

0.72

150

772

782

793

808

826

847

876

908

930

940

921

860

765

612

398

171

38.4

6.37

1.06

160

772

779

788

800

816

837

863

897

942

991

1028

1044

1017

942

769

460

116

12.3

1.53

170

772

776

781

790

803

822

845

875

916

974

1060

1136

1202

1237

1179

879

307

15.9

2.01

180

776

776

779

784

794

808

828

853

887

932

999

1073

1172

1263

1229

904

319

18.7

2.51

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:30cm*23cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: ×10cd

190

0 776

5 773

10 772

15 773

20 779

25 789

30 805

35 825

40 850

45 880

50 915

55 941

60 959

65 958

70 879

75 649

80 226

85 14.3

90 2.48

200

776

770

764

762

764

770

778

786

794

809

809

799

766

695

563

358

102

12.2

2.26

210

776

766

757

751

748

747

744

738

731

721

697

658

594

489

344

173

37.8

7.50

1.81

220

776

762

750

740

732

723

708

690

669

639

595

537

452

341

210

86.9

30.2

4.98

1.31

230

775

760

745

731

718

701

677

649

614

569

513

442

348

239

133

63.3

29.2

3.15

0.86

240

776

757

740

723

705

683

651

615

572

518

452

374

279

179

99.1

60.1

22.6

1.98

0.62

250

775

756

737

718

697

670

633

591

543

484

414

332

237

148

91.4

50.0

16.4

1.23

0.49

260

776

755

734

714

691

661

622

578

528

466

395

311

220

140

80.7

48.7

14.7

0.49

0.45

270

774

755

734

713

689

659

618

574

523

461

389

303

214

139

79.2

48.9

13.4

0.32

0.42

280

774

754

734

714

690

661

621

577

528

467

396

312

221

143

83.8

50.0

15.7

0.38

0.43

290

774

756

737

718

696

669

632

590

542

484

416

333

239

152

97.6

52.1

19.1

1.43

0.48

300

773

756

739

723

705

682

649

612

568

515

451

374

279

182

109

65.6

26.1

2.74

0.58

310

773

758

744

731

717

699

673

644

608

561

504

433

342

238

140

73.1

37.2

5.15

0.81

320

773

760

748

738

730

719

703

682

658

623

576

516

436

332

212

99.2

39.2

7.82

1.20

330

772

763

754

748

745

742

736

725

713

696

666

622

559

462

334

179

45.1

11.7

1.71

340

772

766

760

757

758

763

768

770

771

774

767

749

715

650

530

352

125

18.7

2.16

350

772

769

767

768

772

781

794

810

825

847

869

889

890

884

816

640

298

33.1

2.39

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:

E:\ies文件夹\KL KM KS路灯5050 2M 3M\2M\200W 5050  KL.GOS


