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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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AVERAGE BEAM ANGLE(50%):126.2 DEG
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INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS

MAX INTENSITY CONE SURFACE
DISTRIBUTION DIAGRAM
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DATA OF LAMP PHOTOMETRIC DATA Eff: 150.05 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













ZGSM-LD60KM 5050 2M

60

220

9000

1

220.1

3807

100.0

9003

180,67.0

0.0

100.0

0.0

55.2

0.0

44.9

0.05000

24.120

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Classification:

IES:Type II - Medium
CIE:Narrow - Intermediate

CIE:Non-cut-off
IES:Semi cut-off

Max.At80:147.7cd/klm
Max.At90:0.8355cd/klm
Max.80-90:147.7cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   3807

90%   3427

80%   3046

70%   2665

60%   2284

50%   1904

40%   1523

30%   1142

20%    761

10%    381

 5%    190

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 23.20 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2335 2408 2435 2403 2336 2243 2202 2238 221.7 221.7 2.46,2.46

2374 2495 2540 2507 2381 2175 2068 2171 660.4 882.1 9.8,9.8

2457 2612 2546 2643 2483 2077 1853 2064 1086 1968 21.9,21.9

2606 2580 2188 2575 2662 1926 1569 1899 1446 3414 37.9,37.9

2880 2252 1586 2190 2998 1662 1168 1619 1672 5086 56.5,56.5

3311 1574 705.5 1440 3515 1201 642.9 1167 1676 6762 75.1,75.1

3644 606.0 251.2 475.2 3688 515.1 237.6 528.6 1397 8159 90.6,90.7

1284 116.6 65.49 89.39 956.5 89.19 40.12 114.6 771.7 8931 99.2,99.2

6.546 2.087 0.9457 1.867 7.520 3.250 1.267 3.010 72.69 9003 100,100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ISOCANDELA DIAGRAM

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Imax:3807(H-67.0,V0.0)
 (At:C=180.0,Gamma=67.0)

UNIT: cd

10% 380.7
20% 761.5
30% 1142
40% 1523
50% 1904
60% 2284
70% 2665
80% 3046
90% 3427

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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LCS REPORT

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Uplight

LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH

600
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1800

2400

3000(lm)

FrontBack

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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BUG REPORT

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 1047.9 11.6

FM - Front-Medium(30-60) 2671.9 29.7

FH - Front-High(60-80) 1204.2 13.4

FVH - Front-Very High(80-90) 42.271 0.5

Total Forward Light 4966.1 55.2

BL - Back-Low(0-30) 919.87 10.2

BM - Back-Medium(30-60) 2122.1 23.6

BH - Back-High(60-80) 964.84 10.7

BVH - Back-Very High(80-90) 30.42 0.3

Total Back Light 4037.2 44.8

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B2-U0-G2

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 4037.2 0 4037.2

Street Side 4966.1 0 4966.1

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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ROAD ISOCANDELA REPORT

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:

E:\ies文件夹\KL KM KS路灯5050 2M 3M\2M\60W 5050 KM.GOS
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2329

5 2330

10 2335

15 2349

20 2374

25 2410

30 2457

35 2521

40 2606

45 2713

50 2880

55 3060

60 3311

65 3613

70 3644

75 2930

80 1284

85 112

90 6.55

10

2329

2338

2353

2377

2412

2458

2516

2590

2688

2834

3071

3315

3528

3736

3680

2978

1329

95.5

6.09

20

2328

2347

2371

2405

2448

2502

2562

2640

2756

2907

3038

3137

3126

3000

2644

1842

706

70.4

4.94

30

2327

2355

2387

2428

2474

2524

2587

2673

2749

2802

2797

2677

2449

2065

1469

765

199

41.8

3.58

40

2329

2363

2402

2447

2491

2541

2611

2663

2658

2580

2418

2173

1818

1333

788

302

121

27.7

2.44

50

2326

2368

2414

2458

2500

2561

2612

2605

2503

2328

2087

1749

1330

862

424

231

112

22.1

1.73

60

2328

2373

2423

2468

2514

2575

2595

2521

2356

2129

1819

1445

995

570

329

204

90.8

16.9

1.29

70

2324

2376

2429

2475

2525

2580

2571

2452

2253

1990

1662

1265

808

455

311

161

77.4

14.5

1.11

80

2327

2379

2434

2481

2535

2580

2551

2408

2199

1928

1596

1172

729

447

255

150

72.9

10.8

0.99

90

2323

2377

2435

2483

2540

2581

2546

2399

2188

1922

1586

1146

706

449

251

145

65.5

5.23

0.95

100

2321

2377

2433

2482

2541

2584

2552

2403

2190

1915

1577

1144

699

441

245

143

62.9

5.50

0.99

110

2321

2373

2428

2477

2537

2590

2574

2442

2234

1964

1630

1215

750

436

287

148

68.8

9.17

1.07

120

2320

2369

2421

2471

2528

2594

2605

2512

2333

2091

1767

1373

907

492

314

177

73.3

9.47

1.23

130

2319

2362

2410

2461

2514

2588

2637

2611

2488

2290

2025

1661

1209

727

345

208

89.8

11.0

1.57

140

2318

2355

2397

2447

2501

2569

2649

2690

2663

2554

2355

2079

1671

1152

606

226

89.0

13.4

2.17

150

2317

2346

2380

2425

2479

2542

2627

2723

2791

2820

2764

2581

2294

1835

1195

512

115

19.1

3.19

160

2317

2337

2363

2399

2449

2512

2588

2691

2826

2972

3084

3131

3052

2826

2306

1381

349

37.0

4.60

170

2317

2327

2343

2369

2410

2465

2536

2626

2747

2923

3179

3409

3606

3712

3538

2636

922

47.7

6.02

180

2329

2329

2336

2352

2381

2425

2483

2559

2662

2797

2998

3218

3515

3789

3688

2712

956

56.1

7.52

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED STREET LIGHTS

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:26cm*17cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2329

5 2319

10 2316

15 2320

20 2338

25 2368

30 2415

35 2476

40 2551

45 2640

50 2745

55 2823

60 2877

65 2874

70 2637

75 1947

80 678

85 42.8

90 7.44

200

2328

2309

2293

2285

2291

2309

2335

2357

2383

2427

2427

2397

2299

2086

1689

1073

306

36.7

6.78

210

2327

2299

2271

2253

2244

2241

2233

2214

2194

2164

2092

1973

1782

1467

1032

519

113

22.5

5.44

220

2329

2287

2250

2220

2195

2168

2125

2070

2008

1917

1785

1611

1357

1022

631

261

90.7

14.9

3.92

230

2326

2281

2236

2194

2155

2104

2030

1946

1843

1707

1539

1326

1045

717

399

190

87.7

9.45

2.58

240

2328

2272

2220

2169

2116

2048

1952

1845

1715

1553

1356

1122

838

537

297

180

67.8

5.95

1.86

250

2324

2269

2211

2155

2091

2009

1899

1773

1630

1451

1242

995

712

443

274

150

49.2

3.70

1.47

260

2327

2264

2203

2142

2072

1984

1865

1734

1584

1399

1186

933

661

421

242

146

44.0

1.48

1.34

270

2323

2264

2202

2140

2068

1977

1853

1721

1569

1383

1168

910

643

417

238

147

40.1

0.97

1.27

280

2321

2263

2202

2141

2071

1983

1863

1732

1583

1401

1189

935

663

430

251

150

47.0

1.13

1.29

290

2321

2267

2210

2153

2089

2007

1895

1769

1627

1452

1247

998

717

456

293

156

57.4

4.30

1.44

300

2320

2267

2218

2168

2114

2045

1946

1836

1705

1546

1354

1121

836

547

326

197

78.4

8.22

1.74

310

2319

2275

2232

2192

2152

2098

2019

1932

1825

1683

1512

1300

1027

715

421

219

112

15.4

2.42

320

2318

2279

2244

2215

2190

2158

2109

2045

1974

1870

1727

1549

1307

995

636

298

117

23.5

3.60

330

2317

2289

2263

2244

2235

2226

2209

2176

2140

2089

1997

1866

1678

1387

1003

537

135

35.1

5.12

340

2317

2298

2281

2272

2275

2289

2304

2310

2314

2322

2302

2246

2146

1950

1589

1057

375

56.0

6.48

350

2317

2307

2301

2303

2316

2342

2382

2429

2476

2542

2606

2666

2671

2651

2447

1921

895

99.2

7.17

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017 Remarks:
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