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STREETLIGHT PHOTOMETRIC TEST REPORT
NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:
SPEC.: DIM.: SERIAL No.:
MFR.: ZGSM SUR. :21cm*16cm Shielding Angle:
DATA OF LAMP PHOTOMETRIC DATA Eff: 145.00 Im/W

MODEL ZGSM-PV5010 Imax(cd) 1047 n street_up(%) 0.0
NOMINAL POWER(W) 10 LOR (%) 100.0 n street_down(%) 50.3
RATED VOLTAGE(V) 12 TOTAL FLUX(Im) 1450 n house_up(%) 0.0
NOMINAL FLUX(Im) 1450 MAXIMUM @(C,y ) 180,57.0 n house_down(%) 49.8
LAMPS INSIDE 1 n up%) 0.0 76 FLASHAREA(M2) 0.05000
TEST VOLTAGE(V) 220.1 n down(%) 100.0 SLI 18.262

INTENSITY DISTRIBUTION DIAGRAM

IN C PLANS

-/+180
-150

-120
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120

0
AVERAGE BEAM ANGLE(50%):99.2 DEG

€30/210,122.0
0 __ ¢60/240,70.0
€90/270,62.7

INTENSITY CONE SURFACE

DISTRIBUTION DIAGRAM

C180

co
Max @ y = 57.0DEG STREET SIDE

HOUSE SIDE
C Range: 0 - 360DEG y Range: 0O - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG

Test Speed: HIGH
Temperature:25_3DEG
Operators:DAMIN
Test Date:2018

*est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362

Humidity:65.0%

Test Distance:-10.480m [K=1.0000]

Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM
NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:
SPEC. : DIM. : SERIAL No.:
MFR.: ZGSM SUR. :21cm*16cm Shielding Angle:
180 170
160 150 Classification:
140 IES:Type 1 - Short
CIE:Narrow - Short
130 IES:Full cut-off
CIE:Full cut-off
120 Max.At80:23.92cd/klIm
Max .At90:0cd/kIm
Max.80-90:23.92cd/klIm
110
ISOCANDELA DIAGRAM
100 UNIT cd
Imax=100% 1047
270, |285| [300] [315| [330] [345] [ Co 15 30| |45 0 5| |90
RN N o | — k| o3
80% 838
e 80 0% 733
\2 o 60% 628
NN 7
) _ 50% 524
60 40% 419
A . 30% 314
) 50
X . 20% 209
40
S o 10% 105
30
%0 5% 52
HOUSE SIDE 70 10 STREET SIDE
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 15.0DEG Interval: 1_0DEG

Test Speed: HIGH
Temperature:25_3DEG
Operators:DAMIN
Test Date:2018

*est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362

Humidity:65.0%
Test Distance:-10.480m [K=1.0000]
Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND 1SOLUX DIAGRAM

Cu) STREETLIGHT COEFFICIENT OF UTILIZATION CURVE
100
TILT ANGLE
9 I 0.0(DEG)
[ 5.0(DEG)
80 — 10.0(DEG)
15.0(DEG)
70 20.0(DEG)
60 ———F—— —
50 — - —
40 —F—
30
20
10
o
2 1 0 1 2 3 4
HOUSE SIDE STREET SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT

ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir = 4.60 Ix

w TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.
7 1E /3“7' AN HEIGHT FACTOR
W [ | 5m 4.000
5 0L I 1]
3 C \ : /] | 6 m 2.778
B N : 7m 2.041
T 1| 1 T
< r 8m 1.563
o L
2 9m 1.235
w C
S F 10 m 1.000
> C
e 3L 11 m 0.826
o = 12 m 0.694
5 4_7\ L1 \_6\ L1 \_5\ L1 \_4\ L1 \_3\ L1 \_2\ L1 \_1\ L1 0 | - 1 | - 2 | - 3 L1l 4 - 5 | - 6 | - 7 13 m 0-592
RATIO OF DISTANCE TO MOUNTING HEIGHT 14 m 0.510
— 3.8 2.9 — 2.4 1.9 — 1.4 15 m 0.444
0.48 —  0.24 —  0.14 —— 0.048 0.024
16 m 0.391
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]

Test Date:2018 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:

SPEC.: DIM.: SERIAL No.:

MFR.: ZGSM SUR. :21cm*16cm Shielding Angle:

¥ co Ca5 Cco0 C135 C180 C225 C270 C315 % @ zone o total %lum, lamp
10 459.8 482.6 496.2 486.3 465.7 482.1 494.9 482.4 0- 10 44.99 44.99 3.1,3.1
20 480.5 492.2 459.2 504.0 488.9 510.6 465.8 511.5 10- 20 139.7 184.7 |12.7,12.7
30 524.5 418.1 271.5 449.4 547.9 426.6 256.3 431.6 20- 30 212.7 397.3  |27.4,27.4
40 716.5 256.6 81.94 321.7 757.7 267.6 77.82 273.8 30- 40 238.3 635.6 |43.8,43.8
50 816.9 115.2 56.97 183.5 866.4 135.2 61.71 141.9 40- 50 254.2 889.9 |61.4,61.4
60 1040 58.01 44.87 69.57 1014 62.53 45.71 66.38 50- 60 289.9 1180 81.4,81.4
70 341.1 24.98 41.60 24.94 278.3 26.76 41.84 27.64 60- 70 214.4 1394 96.1,96.1
80 31.40 15.19 34.41 14.53 18.81 16.37 34.68 15.62 70- 80 41.23 1435 99,99
90 0 0 0 0 0 0 0 0 80- 90 14.82 1450 100,100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:Im

C Range: 0 - 360DEG
C Interval: 15.0DEG
Test Speed: HIGH
Temperature:25_3DEG
Operators:DAMIN

Test Date:2018

y Range: O - 90DEG
* Interval: 1.0DEG
e

st System:EVERFINE GO-2000A V1 SYSTEM V2.0.362

Humidity:65.0%

Test Distance:-10.480m [K=1.0000]

Remarks:
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ISOCANDELA DIAGRAM

NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:
SPEC. : DIM. : SERIAL No.:
MFR.: ZGSM SUR. :21cm*16cm Shielding Angle:
20 . 10% 104.7
20% 209.5
80 _ 30% 314.2
40% 419.0
70 _ 50% 523.7
60 60% 628.5
_ 70% 733.2
_ __ 80% 838.0
50 A . . 90% 942.7
40 £
/ L

N

VERTICAL (DEG)
o

-30 ; =

40 =

AN -

-50 N

-60

-70

Imax:1047(H-57.0,V0.0)
-80 (At:C=180.0,Gamma=57.0)
90 UNIT: cd
-90 -80 -70 -60 -50 -40 -30 -20 -10 O 10 20 30 40 50 60 70 80 90
HOR1ZONTAL (DEG)

C Range: O - 360DEG y Range: O - 90DEG
C Interval: 15.0DEG Interval: 1_0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]

Test Date:2018 Remarks:
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Planar 1l1luminance Curve

Planar Illuminance Curve
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C Range: 0 - 360DEG y Range: 0O - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]

Test Date:2018 Remarks:
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LCS REPORT
NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:
SPEC. : DIM. : SERIAL No.:
MFR.: ZGSM SUR. :21cm*16cm Shielding Angle:

LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH

Uplight
400
320
24
16
100 8 100
- wll :
80 “lllli‘ “lllllillll"’ 80
60 60
Back Front
30 30
0
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]

Test Date:2018 Remarks:
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BUG REPORT
NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:
SPEC. : DIM. SERIAL No.:

MFR.: ZGSM

SUR. :21cm*16cm

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %
FL - Front-Low(0-30) 198.06 13.7
FM - Front-Medium(30-60) 392.62 27.1
FH - Front-High(60-80) 130.69 9.0
FVH - Front-Very High(80-90) 7.3678 0.5
Total Forward Light 728.74 50.3
BL - Back-Low(0-30) 199.28 13.7
BM - Back-Medium(30-60) 389.77 26.9
BH - Back-High(60-80) 124.9 8.6
BVH - Back-Very High(80-90) 7.4537 0.5
Total Back Light 721 .41 49.7
UL - Uplight-Low(90-100) 0 0.0
UH - Uplight-High(100-180) 0 0.0
Total Up Light 0 0.0
\BUG(Back,Up,Glare) Rating B1-UO-G1
Zone Downward Upward Total
Lumens Lumens Lumens

House Side 721.41 0 721.41
Street Side 728.74 0 728.74

C Range: O - 360DEG y Range: O - 90DEG

C Interval: 15.0DEG Interval: 1_0DEG

Test Speed: HIGH *est System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362

Temperature:25.3DEG Humidity:65.0%

Operators:DAMIN
Test Date:2018

Test Distance:-10.480m [K=1.0000]
Remarks:
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ROAD ISOCANDELA REPORT

NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:
SPEC.: DIM. : SERIAL No.:
MFR.: ZGSM SUR. :21cm*16cm Shielding Angle:

ROAD SURFACE ISOCANDELA DIAGRAM

V._Short
N
1MH \
// \
ﬁ T+ \ | Short
\‘ ]
2_.25MH —
Medium
3.75MH
Long
R
6MH Type 1 Type 11| Type 111 | Type 1V
1MH 1MH 1.75MH 2_75MH
Pavement Road
— 70% 50% — 20% 5% — 2.5%
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 15.0DEG Interval: 1_0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]

Test Date:2018 Remarks:
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LUMINOUS DISTRIBUTION

INTENSITY DATA

NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:

SPEC. : DIM.: SERIAL No.:

MFR.: ZGSM SUR. :21cm*16cm Shielding Angle:

Table--1 UNIT: cd
C(DEG)

y (DEG 0 15 | 30 | 45 | 60 | 75 | 90 | 105 | 120 | 135 | 150 | 165 | 180 | 195 | 210 | 225 | 240 | 255 | 270

0 453 | 454 | 455 | 457 | 458 | 458 | 459 | 460 | 461 | 461 | 462 | 463 | 453 | 454 | 455 | 457 | 458 | 458 | 459
5 454 | 457 | 460 | 463 | 467 | 470 | 471 | 471 | 470 | 468 | 467 | 466 | 455 | 458 | 462 | 466 | 468 | 470 | 471
10 460 | 464 | 472 | 483 | 491 | 494 | 496 | 496 | 494 | 486 | 479 | 475 | 466 | 472 | 475 | 482 | 488 | 493 | 495
15 471 | 477 | 492 | 498 | 497 | 494 | 494 | 497 | 502 | 505 | 500 | 488 | 474 | 481 | 492 | 506 | 511 | 508 | 507
20 480 | 493 | 502 | 492 | 475 | 463 | 459 | 467 | 483 | 504 | 516 | 506 | 489 | 498 | 514 | 511 | 490 | 472 | 466
25 498 | 513 | 503 | 467 | 425 | 393 | 383 | 402 | 439 | 485 | 525 | 529 | 510 | 523 | 528 | 483 | 429 | 389 | 377
30 525 | 535 | 498 | 418 | 336 | 286 | 272 | 299 | 359 | 449 | 531 | 564 | 548 | 564 | 525 | 427 | 336 | 276 | 256
35 592 | 578 | 481 | 343 | 229 | 164 | 147 | 179 | 262 | 392 | 536 | 631 | 639 | 634 | 509 | 351 | 229 | 158 | 141
40 716 | 639 | 450 | 257 | 130 |80.6|81.9|91.3| 164 | 322 | 533 | 709 | 758 | 700 | 480 | 268 | 138 |86.1|77.8
45 746 | 688 | 418 | 176 |71.7|64.6|69.6|66.0|94.8| 251 | 533 | 751 | 771 | 739 | 454 | 191 (82.0|62.9|70.9
50 817 | 746 | 385 | 115 |57.1|54.3|57.0|56.9|60.9| 183 | 519 | 828 | 866 | 800 | 422 | 135 |56.8|55.6|61.7
55 968 | 789 | 335 | 77.1|45.7|43.4|50.1|46.1|51.4| 119 | 484 | 922 | 1018 | 854 | 371 |94.8|48.2|44.8|50.8
60 1040 | 829 | 240 [58.0(35.8|35.8|44.9|36.7|40.7|69.6| 379 | 959 | 1014 | 853 | 269 |62.5|38.1|37.3|45.7
65 809 | 692 | 106 |37.0|27.4|32.3|43.7|33.8|28.2(38.7| 190 | 740 | 735 | 624 | 126 |39.5(28.1/33.0(43.1
70 341 | 278 |37.9|25.0|24.5|28.3|41.6|28.3|24.4|24.9|44.9| 292 | 278 | 210 |39.8|26.8|24.5|28.3|41.8
75 54.9(41.5|24.3|18.4|22.2|24.2|36.9(23.4(21.3|18.6(24.3|37.8(41.4|37.3|25.2(20.5(22.0(23.9/36.2
80 31.4(23.5|16.7|15.2|18.5|20.6|34.4|20.3(21.3|14.5(15.9/22.2|18.8/19.8|17.1|16.4|18.9(20.5|34.7
85 6.54(8.98|10.5|13.6|14.3(21.6(23.2(18.8(15.3|13.2(10.4|8.91|6.58|9.11(11.1(14.3|14.7(22.0|22.8
90 0.00{0.00|0-00|0.00|0.00|0.00|0.00|0.00|0.00|0-00{0.00|0-00|0.00|0.00|0.00|0.00|0.00|0.00|0-00
C Range: O - 360DEG Range: O - 90DEG
C Interval: 15.0DEG Interval: 1_0DEG

Test Speed: HIGH
Temperature:25_3DEG
Operators:DAMIN

Test Date:2018

Y
Te

Re

st System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Humidity:65.0%
Test Distance:-10.480m [K=1.0000]

marks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED SOLAR STREET LIGHTS TYPE: WEIGHT:
SPEC.: DIM. : SERIAL No.:
MFR.: ZGSM SUR. :21cm*16cm Shielding Angle:
Table--2 UNIT: cd
C(DEG)
y (DEG 285 | 300 | 315 | 330 | 345
0 460 | 461 | 461 | 462 | 463
5 471 | 470 | 469 | 467 | 464
10 494 | 488 | 482 | 476 | 473
15 508 | 511 | 506 | 492 | 485
20 473 | 493 | 512 | 513 | 496
25 392 | 433 | 486 | 525 | 515
30 277 | 341 | 432 | 522 | 544
35 160 | 233 | 358 | 506 | 600
40 87.6| 140 | 274 | 482 | 676
45 64.3|85.6| 197 | 458 | 719
50 57.7|59.6| 142 | 427 | 776
55 48.0|53.2|98.9| 383 | 834
60 38.9|42.7|66.4| 302 | 909
65 35.4|29.7|41.0| 168 | 747
70 29.4|25.3|27.6|49.5| 321
75 24.0|22.5|20.7|27.7|44.9
80 20.4|21.1|15.6|16.4|25.2
85 18.8(15.1/13.6|11.0|9.18
90 0.00|0.00|0.00|0.00|0.00
C Range: O - 360DEG y Range: O - 90DEG
C Interval: 15.0DEG Interval: 1.0DEG
Test Speed: HIGH *est System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%
Operators:DAMIN Test Distance:-10.480m [K=1.0000]

Test Date:2018 Remarks:






