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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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AVERAGE BEAM ANGLE(50%):132.5 DEG
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DATA OF LAMP PHOTOMETRIC DATA Eff: 130.00 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













LD37LMX 3M 3030

37

220

4810

1

220.1

1747

100.0

4810

10,71.0

0.0

100.0

0.0

57.8

0.0

42.2

0.05000

22.739

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Classification:

IES:Type III - Medium
CIE:Average - Long

CIE:Non-cut-off
IES:Semi cut-off

Max.At80:124.2cd/klm
Max.At90:0.8248cd/klm
Max.80-90:124.2cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   1747

90%   1572

80%   1398

70%   1223

60%   1048

50%    874

40%    699

30%    524

20%    349

10%    175

 5%     87

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 10.89 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 4 Of 11

ZONAL FLUX DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1112 1152 1164 1144 1110 1048 1023 1044 104.5 104.5 2.17,2.17

1133 1217 1236 1208 1131 1003 954.8 1003 313.0 417.5 8.68,8.68

1160 1289 1288 1279 1150 959.8 891.1 968.6 516.0 933.5 19.4,19.4

1217 1365 1266 1352 1198 930.5 807.8 947.7 709.4 1643 34.2,34.2

1297 1429 1015 1417 1271 887.2 627.7 913.7 870.3 2513 52.3,52.2

1426 1328 392.8 1353 1368 733.1 330.5 772.2 932.6 3446 71.6,71.6

1610 637.6 163.8 773.5 1537 305.6 167.8 333.8 835.4 4281 89,89

486.5 54.99 35.82 62.87 546.5 53.00 38.72 52.30 488.5 4770 99.2,99.2

3.517 1.310 0.5873 1.236 3.967 2.293 0.7790 2.621 40.16 4810 100,100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Imax:1745(H68.5,V-27.0)
 (At:C=10.0,Gamma=71.0)

UNIT: cd

10% 174.5
20% 349.1
30% 523.6
40% 698.1
50% 872.7
60% 1047
70% 1222
80% 1396
90% 1571

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LCS REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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BUG REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 505.53 10.5

FM - Front-Medium(30-60) 1463.2 30.4

FH - Front-High(60-80) 789.45 16.4

FVH - Front-Very High(80-90) 21.294 0.4

Total Forward Light 2779.5 57.8

BL - Back-Low(0-30) 427.95 8.9

BM - Back-Medium(30-60) 1049.1 21.8

BH - Back-High(60-80) 534.45 11.1

BVH - Back-Very High(80-90) 18.866 0.4

Total Back Light 2030.4 42.2

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B2-U0-G2

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 2030.4 0 2030.4

Street Side 2779.5 0 2779.5

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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ROAD ISOCANDELA REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1102

5 1104

10 1112

15 1124

20 1133

25 1143

30 1160

35 1186

40 1217

45 1255

50 1297

55 1346

60 1426

65 1497

70 1610

75 1354

80 487

85 36.1

90 3.52

10

1099

1107

1123

1142

1156

1173

1200

1234

1273

1319

1371

1432

1522

1607

1732

1491

545

23.3

3.19

20

1096

1111

1132

1156

1177

1201

1234

1275

1320

1370

1429

1505

1596

1684

1706

1345

363

16.8

2.68

30

1095

1115

1141

1169

1196

1227

1264

1307

1354

1408

1474

1552

1610

1595

1430

800

104

13.4

2.10

40

1094

1119

1149

1180

1212

1246

1284

1324

1368

1420

1470

1493

1463

1307

883

261

57.3

10.9

1.53

50

1093

1122

1155

1188

1222

1258

1294

1328

1363

1390

1387

1339

1194

878

393

121

52.7

9.70

1.09

60

1092

1125

1160

1194

1230

1264

1294

1321

1338

1322

1262

1125

861

490

188

108

46.5

8.37

0.82

70

1091

1126

1162

1198

1233

1266

1291

1308

1302

1249

1136

914

590

276

167

101

41.8

8.65

0.67

80

1091

1128

1164

1201

1236

1267

1288

1297

1273

1197

1040

761

428

233

163

91.5

37.1

7.93

0.60

90

1090

1127

1164

1200

1236

1267

1288

1295

1266

1183

1015

721

393

236

164

90.7

35.8

7.84

0.59

100

1090

1126

1163

1198

1234

1265

1286

1296

1274

1201

1053

784

456

243

166

94.0

38.6

8.24

0.58

110

1089

1124

1159

1193

1229

1261

1287

1305

1302

1256

1153

950

642

319

176

106

43.6

8.91

0.64

120

1089

1121

1154

1188

1223

1258

1288

1316

1335

1325

1275

1159

925

572

224

115

49.7

8.86

0.76

130

1088

1116

1148

1180

1214

1249

1285

1319

1352

1381

1386

1350

1241

978

512

151

56.9

11.2

1.02

140

1087

1112

1141

1171

1202

1236

1273

1312

1353

1399

1448

1480

1466

1362

1035

402

68.9

11.8

1.45

150

1087

1106

1131

1160

1187

1216

1251

1291

1335

1382

1438

1507

1578

1594

1490

1015

204

15.1

2.02

160

1087

1100

1121

1146

1167

1189

1218

1256

1298

1343

1396

1462

1542

1627

1700

1434

503

18.8

2.60

170

1087

1094

1109

1129

1144

1157

1178

1209

1244

1286

1336

1391

1459

1538

1633

1491

597

21.3

3.11

180

1102

1103

1110

1122

1131

1137

1150

1171

1198

1232

1271

1313

1368

1426

1537

1335

547

41.1

3.97

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1099

5 1094

10 1094

15 1097

20 1098

25 1099

30 1103

35 1114

40 1129

45 1149

50 1172

55 1202

60 1241

65 1293

70 1372

75 1034

80 398

85 31.4

90 3.96

200

1096

1086

1078

1073

1067

1060

1056

1057

1061

1069

1082

1103

1130

1153

1047

658

187

18.5

3.73

210

1095

1079

1065

1052

1038

1024

1013

1006

1002

1002

1006

1009

998

921

695

317

76.9

12.5

3.24

220

1094

1073

1053

1033

1013

994

976

962

953

943

929

901

826

659

386

162

54.1

12.3

2.64

230

1093

1068

1042

1018

992

966

944

926

908

883

845

773

640

420

225

114

51.9

11.7

1.95

240

1092

1064

1035

1006

976

946

919

896

867

827

762

652

484

291

176

109

49.1

10.8

1.38

250

1091

1060

1028

996

963

930

902

873

833

776

688

558

381

240

170

99.5

44.3

10.7

0.99

260

1091

1058

1025

992

957

923

893

859

813

744

643

505

343

231

169

93.0

41.5

10.4

0.82

270

1090

1057

1023

990

955

921

891

856

808

734

628

488

331

229

168

89.1

38.7

9.68

0.78

280

1090

1057

1024

992

958

925

896

864

820

752

651

512

344

231

169

92.9

41.6

10.3

0.89

290

1089

1057

1027

996

965

934

908

882

844

790

703

572

389

243

170

99.6

43.6

10.4

1.16

300

1089

1060

1032

1005

978

951

927

907

881

845

782

676

504

301

177

108

48.7

10.3

1.66

310

1088

1063

1039

1016

993

972

952

938

925

904

871

801

672

449

237

113

50.9

11.2

2.29

320

1087

1067

1049

1031

1013

998

985

975

971

966

957

936

872

711

431

174

53.7

11.4

2.95

330

1087

1071

1059

1048

1036

1027

1021

1019

1020

1027

1036

1047

1052

990

769

365

85.4

12.0

3.48

340

1087

1076

1071

1066

1062

1059

1060

1067

1077

1091

1109

1140

1183

1228

1139

728

219

18.5

3.85

350

1087

1083

1084

1087

1090

1094

1103

1118

1139

1165

1192

1230

1290

1361

1456

1082

420

32.2

3.95

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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