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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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C0/180,160.7

UNIT:cd

C30/210,128.2

UNIT:cd

C60/240,85.5

UNIT:cd

C90/270,79.2
AVERAGE BEAM ANGLE(50%):113.4 DEG
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INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS

MAX INTENSITY CONE SURFACE
DISTRIBUTION DIAGRAM
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Max @   = 71.0DEGHOUSE SIDE STREET SIDE
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DATA OF LAMP PHOTOMETRIC DATA Eff: 115.00 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













ZGSM-LD70LMA 1M SYMMETRY

70

220

8050

1

220.1

4422

100.0

8050

180,71.0

0.0

100.0

0.0

49.9

0.0

50.1

0.05000

23.302

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Classification:

IES:Type II - Medium
CIE:Narrow - Long

CIE:Non-cut-off
IES:None cut-off

Max.At80:211.4cd/klm
Max.At90:12.41cd/klm
Max.80-90:211.4cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   4422

90%   3980

80%   3538

70%   3096

60%   2653

50%   2211

40%   1769

30%   1327

20%    884

10%    442

 5%    221

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

2 1 0 1 2 3 4
STREET SIDEHOUSE SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 21.98 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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ZONAL FLUX DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

2505 2266 2114 2216 2449 2238 2158 2350 214.2 214.2 2.66,2.66

2547 2362 2692 2339 2605 2426 2682 2383 685.5 899.7 11.2,11.2

2530 2347 2097 2340 2647 2373 2034 2290 1131 2031 25.2,25.2

2690 1785 1080 2038 2708 1793 1074 1928 1297 3328 41.3,41.3

2972 1059 627.5 1441 2980 1145 726.4 1376 1265 4592 57,57

3539 607.9 491.0 908.0 3464 718.4 536.5 891.7 1257 5849 72.7,72.7

4365 310.5 267.0 442.7 4418 361.0 299.2 393.2 1269 7118 88.4,88.4

885.0 89.82 72.14 125.5 1625 126.7 87.90 108.3 823.4 7942 98.7,98.7

42.65 25.60 6.175 32.40 41.43 24.55 6.317 31.61 108.6 8050 100,100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Imax:4422(H-71.0,V0.0)
 (At:C=180.0,Gamma=71.0)

UNIT: cd

10% 442.2
20% 884.5
30% 1327
40% 1769
50% 2211
60% 2653
70% 3096
80% 3538
90% 3980

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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LCS REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH

400
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FrontBack

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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BUG REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 1009 12.5

FM - Front-Medium(30-60) 1900.7 23.6

FH - Front-High(60-80) 1057.1 13.1

FVH - Front-Very High(80-90) 52.804 0.7

Total Forward Light 4019.6 49.9

BL - Back-Low(0-30) 1021.6 12.7

BM - Back-Medium(30-60) 1917.6 23.8

BH - Back-High(60-80) 1035.6 12.9

BVH - Back-Very High(80-90) 55.807 0.7

Total Back Light 4030.6 50.1

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B3-U0-G3

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 4030.6 0 4030.6

Street Side 4019.6 0 4019.6

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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ROAD ISOCANDELA REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2247

5 2335

10 2505

15 2563

20 2547

25 2503

30 2530

35 2597

40 2690

45 2814

50 2972

55 3192

60 3539

65 4094

70 4365

75 3036

80 885

85 74.2

90 42.7

10

2237

2320

2444

2491

2488

2444

2446

2456

2486

2532

2597

2692

2849

3096

3144

2120

527

121

99.9

20

2239

2279

2422

2447

2403

2366

2312

2282

2222

2178

2121

2057

2001

1903

1547

728

170

88.7

75.4

30

2229

2275

2371

2413

2359

2260

2216

2184

2126

1985

1786

1563

1328

1026

591

239

120

60.0

48.6

40

2237

2209

2304

2365

2313

2326

2321

2205

1950

1606

1260

956

709

479

322

201

94.7

40.5

30.6

50

2219

2208

2227

2300

2412

2488

2372

2050

1620

1199

858

620

506

410

299

182

84.9

30.8

20.6

60

2232

2168

2185

2318

2524

2574

2279

1819

1329

922

663

567

493

400

281

166

78.3

24.9

14.8

70

2213

2123

2159

2347

2606

2569

2167

1660

1163

787

630

561

489

388

271

158

74.8

22.2

10.6

80

2222

2139

2112

2403

2668

2533

2095

1572

1079

733

624

561

487

387

263

152

70.6

19.0

7.20

90

2202

2101

2114

2405

2692

2535

2097

1575

1080

736

627

565

491

394

267

154

72.1

19.2

6.17

100

2211

2108

2097

2374

2650

2564

2149

1641

1146

779

635

567

493

395

277

163

78.7

23.9

9.21

110

2197

2145

2122

2324

2567

2602

2263

1793

1303

909

667

575

503

410

293

180

89.5

29.0

13.0

120

2201

2175

2145

2267

2459

2569

2381

2011

1563

1143

813

604

513

423

316

198

98.9

35.5

17.8

130

2192

2182

2172

2288

2343

2426

2410

2224

1912

1535

1173

865

632

464

342

224

113

45.8

25.4

140

2191

2217

2260

2368

2335

2275

2270

2273

2163

1971

1709

1434

1184

906

543

265

137

63.5

39.4

150

2199

2211

2356

2407

2409

2343

2280

2222

2197

2163

2087

1991

1907

1780

1435

749

191

91.5

62.6

160

2207

2243

2388

2468

2443

2404

2400

2395

2409

2429

2440

2470

2557

2711

2758

2169

730

130

89.5

170

2220

2259

2448

2453

2465

2506

2544

2536

2590

2701

2826

2985

3254

3742

4292

3734

1702

187

81.7

180

2247

2261

2449

2582

2605

2631

2647

2643

2708

2825

2980

3176

3464

3942

4418

3715

1625

196

41.4

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2237

5 2308

10 2439

15 2564

20 2528

25 2507

30 2527

35 2539

40 2554

45 2566

50 2597

55 2630

60 2696

65 2862

70 3021

75 2375

80 879

85 166

90 93.4

200

2239

2272

2396

2501

2513

2457

2386

2334

2248

2169

2085

1992

1902

1814

1599

966

298

105

68.5

210

2229

2247

2340

2454

2442

2352

2271

2208

2114

1967

1782

1579

1370

1104

725

342

157

75.0

44.3

220

2237

2258

2282

2381

2391

2394

2361

2220

1957

1640

1326

1073

837

596

380

254

134

57.2

28.9

230

2219

2225

2194

2346

2461

2545

2384

2048

1630

1241

964

766

600

455

342

229

119

46.0

20.2

240

2232

2217

2167

2361

2562

2603

2274

1817

1353

999

794

680

568

438

329

211

112

39.9

14.9

250

2213

2199

2155

2405

2629

2572

2133

1637

1169

876

738

669

547

429

315

198

102

34.5

10.8

260

2222

2167

2161

2437

2679

2523

2057

1548

1091

829

728

665

545

431

306

188

93.6

29.2

7.48

270

2202

2166

2158

2439

2682

2504

2034

1523

1074

818

726

661

537

425

299

180

87.9

25.9

6.32

280

2211

2188

2170

2403

2629

2535

2083

1583

1127

851

732

661

535

419

301

186

92.1

28.5

9.27

290

2197

2214

2198

2359

2565

2547

2179

1707

1249

932

757

662

534

414

302

188

94.3

30.3

12.9

300

2201

2209

2250

2344

2471

2521

2302

1922

1488

1118

868

694

557

421

313

198

97.5

34.0

17.7

310

2192

2215

2317

2370

2374

2390

2330

2122

1805

1449

1146

897

666

455

325

209

102

39.7

25.1

320

2191

2279

2384

2434

2392

2295

2250

2186

2052

1842

1607

1361

1117

808

461

233

115

52.7

38.1

330

2199

2315

2441

2494

2438

2380

2315

2234

2171

2098

1986

1872

1759

1571

1115

468

145

73.1

59.8

340

2207

2322

2478

2505

2465

2462

2460

2452

2451

2452

2447

2466

2530

2656

2442

1433

351

103

87.3

350

2220

2313

2491

2481

2519

2550

2525

2564

2647

2740

2843

2996

3279

3767

4000

2758

817

102

82.1

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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