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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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UNIT:cd

C90/270,105.3
AVERAGE BEAM ANGLE(50%):132.5 DEG
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INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS

MAX INTENSITY CONE SURFACE
DISTRIBUTION DIAGRAM
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DATA OF LAMP PHOTOMETRIC DATA Eff: 130.00 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













LD27LMX 3M 3030

27

220

3510

1

220.1

1275

100.0

3510

10,71.0

0.0

100.0

0.0

57.8

0.0

42.2

0.05000

22.286

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Classification:

IES:Type III - Medium
CIE:Average - Long

CIE:Non-cut-off
IES:Semi cut-off

Max.At80:124.2cd/klm
Max.At90:0.8248cd/klm
Max.80-90:124.2cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   1275

90%   1147

80%   1020

70%    892

60%    765

50%    637

40%    510

30%    382

20%    255

10%    127

 5%     64

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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STREET SIDEHOUSE SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT

 0

10

20

30

40

50

60

70

80

90

100
STREETLIGHT COEFFICIENT OF UTILIZATION CURVECU(%)

TILT ANGLE
 0.0(DEG)

 5.0(DEG)

10.0(DEG)

15.0(DEG)

20.0(DEG)

-7 -6 -5 -4 -3 -2 -1 0 1 2 3 4 5 6 74

3

2

1

0

1

RATIO OF DISTANCE TO MOUNTING HEIGHT

S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

6.5 4.8 4 3.2 2.4
0.81 0.4 0.24 0.081 0.04

ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 7.94 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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ZONAL FLUX DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

811.7 840.7 849.4 835.0 810.2 764.4 746.7 761.8 76.26 76.26 2.17,2.17

826.6 888.0 901.9 881.5 825.0 731.7 696.7 732.2 228.4 304.7 8.68,8.68

846.5 940.7 939.7 933.5 838.9 700.4 650.2 706.8 376.5 681.2 19.4,19.4

888.1 996.3 923.7 986.9 874.5 679.0 589.5 691.6 517.7 1199 34.2,34.2

946.3 1043 740.8 1034 927.3 647.4 458.0 666.8 635.1 1834 52.3,52.2

1041 969.3 286.6 987.6 998.4 535.0 241.2 563.5 680.5 2514 71.6,71.6

1175 465.3 119.6 564.4 1121 223.0 122.4 243.6 609.6 3124 89,89

355.0 40.12 26.14 45.88 398.8 38.68 28.26 38.17 356.4 3481 99.2,99.2

2.566 0.9562 0.4286 0.9017 2.895 1.674 0.5684 1.912 29.31 3510 100,100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Imax:1274(H68.5,V-27.0)
 (At:C=10.0,Gamma=71.0)

UNIT: cd

10% 127.4
20% 254.7
30% 382.1
40% 509.4
50% 636.8
60% 764.2
70% 891.5
80% 1019
90% 1146

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LCS REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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BUG REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 368.9 10.5

FM - Front-Medium(30-60) 1067.8 30.4

FH - Front-High(60-80) 576.08 16.4

FVH - Front-Very High(80-90) 15.539 0.4

Total Forward Light 2028.3 57.8

BL - Back-Low(0-30) 312.29 8.9

BM - Back-Medium(30-60) 765.55 21.8

BH - Back-High(60-80) 390.01 11.1

BVH - Back-Very High(80-90) 13.767 0.4

Total Back Light 1481.6 42.2

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B1-U0-G1

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 1481.6 0 1481.6

Street Side 2028.3 0 2028.3

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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ROAD ISOCANDELA REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 804

5 805

10 812

15 820

20 827

25 834

30 847

35 865

40 888

45 915

50 946

55 982

60 1041

65 1093

70 1175

75 988

80 355

85 26.4

90 2.57

10

802

808

819

833

844

856

875

900

929

962

1001

1045

1111

1173

1264

1088

398

17.0

2.33

20

800

811

826

844

859

876

901

931

964

1000

1043

1098

1164

1229

1245

981

265

12.3

1.96

30

799

813

833

853

873

895

923

953

988

1028

1075

1132

1175

1164

1043

584

75.6

9.79

1.53

40

798

816

839

861

884

909

937

966

998

1036

1073

1090

1068

954

644

191

41.8

7.95

1.12

50

797

819

843

867

892

918

944

969

995

1014

1012

977

871

641

286

88.1

38.5

7.08

0.80

60

797

821

846

872

897

923

945

964

976

965

921

821

628

358

137

78.7

34.0

6.11

0.60

70

796

822

848

874

900

924

942

955

950

912

829

667

431

202

122

73.5

30.5

6.31

0.49

80

796

823

850

876

902

925

940

947

929

873

759

555

312

170

119

66.8

27.1

5.79

0.44

90

795

822

849

876

902

925

940

945

924

863

741

526

287

172

120

66.2

26.1

5.72

0.43

100

795

822

848

874

900

923

938

946

930

876

768

572

333

178

121

68.6

28.2

6.01

0.42

110

794

820

846

871

897

921

939

952

950

916

842

693

469

233

128

77.3

31.9

6.50

0.47

120

794

818

842

867

892

918

940

960

974

967

930

846

675

417

164

83.9

36.2

6.47

0.55

130

794

815

838

861

886

912

938

962

987

1008

1011

985

905

714

374

110

41.5

8.14

0.74

140

794

811

832

855

877

902

929

957

987

1021

1057

1080

1070

994

755

293

50.3

8.60

1.06

150

793

807

825

847

866

887

913

942

974

1008

1049

1100

1151

1163

1087

740

149

11.0

1.47

160

793

803

818

836

852

868

889

917

948

980

1019

1067

1125

1188

1240

1046

367

13.7

1.90

170

793

799

809

824

835

844

860

882

908

939

975

1015

1065

1122

1192

1088

436

15.6

2.27

180

804

805

810

819

825

830

839

854

875

899

927

958

998

1041

1121

974

399

30.0

2.89

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 802

5 798

10 798

15 801

20 801

25 802

30 805

35 813

40 824

45 838

50 855

55 877

60 906

65 943

70 1001

75 754

80 291

85 22.9

90 2.89

200

800

792

787

783

778

773

771

771

774

780

789

805

824

841

764

480

136

13.5

2.72

210

799

787

777

768

757

747

740

734

731

731

734

736

729

672

507

232

56.1

9.11

2.36

220

798

783

768

754

739

725

712

702

695

688

678

658

603

481

282

118

39.5

8.96

1.93

230

797

779

761

743

724

705

689

676

663

645

617

564

467

307

164

82.9

37.8

8.56

1.42

240

797

776

755

734

712

690

671

654

633

604

556

476

353

212

128

79.8

35.9

7.85

1.01

250

796

773

750

727

703

679

658

637

608

567

502

407

278

175

124

72.6

32.3

7.81

0.72

260

796

772

748

724

698

673

651

627

593

543

469

369

250

168

123

67.9

30.3

7.57

0.60

270

795

771

747

722

697

672

650

625

589

536

458

356

241

167

122

65.0

28.3

7.06

0.57

280

795

771

747

724

699

675

654

631

598

549

475

373

251

169

123

67.8

30.3

7.53

0.65

290

794

772

749

727

704

682

663

643

616

576

513

417

284

177

124

72.7

31.8

7.58

0.85

300

794

773

753

734

713

694

677

662

643

617

571

493

368

220

129

79.1

35.6

7.48

1.21

310

794

775

758

742

725

709

695

685

675

660

635

585

491

328

173

82.5

37.2

8.15

1.67

320

794

778

765

752

740

728

719

712

708

705

698

683

636

519

314

127

39.2

8.29

2.15

330

793

782

773

764

756

750

745

743

745

750

756

764

767

723

561

266

62.3

8.75

2.54

340

793

785

781

778

775

773

774

778

786

796

809

832

863

896

831

531

160

13.5

2.81

350

793

790

791

793

795

798

805

816

831

850

870

898

941

993

1063

790

307

23.5

2.88

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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