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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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UNIT:cd
C0/180,160.7

UNIT:cd

C30/210,128.2

UNIT:cd

C60/240,85.5

UNIT:cd

C90/270,79.2
AVERAGE BEAM ANGLE(50%):113.4 DEG
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INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS

MAX INTENSITY CONE SURFACE
DISTRIBUTION DIAGRAM
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Max @   = 71.0DEGHOUSE SIDE STREET SIDE
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DATA OF LAMP PHOTOMETRIC DATA Eff: 115.00 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













ZGSM-LD90LMA 1M SYMMETRY

90

220

10350

1

220.1

5686

100.0

10350

180,71.0

0.0

100.0

0.0

49.9

0.0

50.1

0.05000

23.663

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Classification:

IES:Type II - Medium
CIE:Narrow - Long

CIE:Non-cut-off
IES:None cut-off

Max.At80:211.4cd/klm
Max.At90:12.41cd/klm
Max.80-90:211.4cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   5686

90%   5117

80%   4549

70%   3980

60%   3411

50%   2843

40%   2274

30%   1706

20%   1137

10%    569

 5%    284

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

2 1 0 1 2 3 4
STREET SIDEHOUSE SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 28.26 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 4 Of 11

ZONAL FLUX DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3220 2913 2718 2849 3149 2877 2774 3022 275.4 275.4 2.66,2.66

3275 3037 3461 3007 3350 3119 3448 3064 881.3 1157 11.2,11.2

3252 3017 2696 3008 3404 3051 2615 2944 1454 2611 25.2,25.2

3458 2295 1389 2620 3482 2306 1381 2479 1668 4279 41.3,41.3

3821 1362 806.8 1853 3831 1472 933.9 1769 1626 5904 57,57

4550 781.5 631.3 1167 4454 923.6 689.8 1146 1616 7520 72.7,72.7

5612 399.2 343.3 569.2 5680 464.1 384.7 505.5 1632 9152 88.4,88.4

1138 115.5 92.76 161.3 2089 162.9 113.0 139.3 1059 10211 98.7,98.7

54.84 32.91 7.939 41.66 53.26 31.56 8.121 40.64 139.6 10350 100,100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Imax:5686(H-71.0,V0.0)
 (At:C=180.0,Gamma=71.0)

UNIT: cd

10% 568.6
20% 1137
30% 1706
40% 2274
50% 2843
60% 3411
70% 3980
80% 4549
90% 5117

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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LCS REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Uplight

LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH

500

1000

1500
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2500(lm)

FrontBack

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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BUG REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 1297.3 12.5

FM - Front-Medium(30-60) 2443.8 23.6

FH - Front-High(60-80) 1359.1 13.1

FVH - Front-Very High(80-90) 67.89 0.7

Total Forward Light 5168.1 49.9

BL - Back-Low(0-30) 1313.5 12.7

BM - Back-Medium(30-60) 2465.5 23.8

BH - Back-High(60-80) 1331.5 12.9

BVH - Back-Very High(80-90) 71.752 0.7

Total Back Light 5182.2 50.1

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B3-U0-G3

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 5182.2 0 5182.2

Street Side 5168.1 0 5168.1

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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ROAD ISOCANDELA REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 2888

5 3002

10 3220

15 3296

20 3275

25 3218

30 3252

35 3339

40 3458

45 3618

50 3821

55 4104

60 4550

65 5263

70 5612

75 3903

80 1138

85 95.3

90 54.8

10

2876

2983

3142

3203

3199

3142

3145

3158

3196

3256

3339

3461

3663

3980

4043

2725

678

155

128

20

2878

2930

3115

3146

3089

3042

2973

2934

2857

2800

2727

2645

2573

2447

1989

936

219

114

96.9

30

2866

2925

3049

3102

3033

2906

2849

2808

2733

2552

2296

2010

1707

1319

759

307

154

77.2

62.5

40

2876

2841

2962

3041

2973

2990

2985

2835

2507

2064

1620

1230

912

616

414

258

122

52.1

39.3

50

2853

2839

2864

2958

3101

3199

3050

2636

2083

1542

1103

798

651

527

384

234

109

39.6

26.5

60

2870

2787

2809

2980

3245

3309

2931

2339

1709

1186

852

729

634

515

361

214

101

32.0

19.0

70

2846

2729

2776

3017

3350

3303

2786

2135

1496

1011

809

722

628

499

349

203

96.1

28.6

13.6

80

2857

2750

2716

3089

3430

3256

2694

2022

1387

942

802

721

627

498

338

195

90.8

24.5

9.26

90

2832

2701

2718

3092

3461

3259

2696

2025

1389

946

807

726

631

506

343

198

92.8

24.7

7.94

100

2843

2711

2696

3053

3407

3296

2763

2110

1474

1002

817

728

634

508

356

209

101

30.8

11.8

110

2824

2758

2728

2988

3301

3346

2909

2306

1676

1168

857

740

646

527

377

232

115

37.3

16.7

120

2830

2796

2758

2915

3161

3303

3061

2585

2010

1470

1046

777

660

543

406

255

127

45.6

22.9

130

2818

2806

2792

2942

3013

3119

3098

2859

2459

1973

1508

1112

813

597

440

288

146

58.9

32.7

140

2817

2850

2906

3044

3002

2925

2919

2922

2782

2534

2197

1844

1522

1165

699

340

177

81.7

50.6

150

2828

2843

3029

3095

3097

3012

2931

2857

2825

2781

2684

2560

2452

2288

1845

963

246

118

80.5

160

2837

2884

3070

3173

3141

3091

3086

3079

3098

3123

3137

3176

3288

3486

3546

2788

939

167

115

170

2855

2905

3147

3154

3169

3222

3271

3260

3329

3473

3634

3837

4184

4811

5518

4801

2188

241

105

180

2888

2907

3149

3320

3350

3383

3404

3398

3482

3632

3831

4083

4454

5068

5680

4776

2089

252

53.3

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 2876

5 2967

10 3135

15 3297

20 3251

25 3223

30 3248

35 3264

40 3284

45 3300

50 3339

55 3381

60 3466

65 3680

70 3884

75 3054

80 1130

85 213

90 120

200

2878

2921

3080

3215

3231

3158

3068

3001

2891

2788

2680

2561

2446

2332

2055

1243

383

135

88.1

210

2866

2889

3009

3155

3140

3024

2920

2839

2719

2529

2291

2030

1761

1420

932

440

202

96.4

57.0

220

2876

2903

2934

3061

3074

3078

3035

2855

2517

2108

1705

1380

1076

766

488

326

173

73.6

37.1

230

2853

2861

2820

3017

3164

3272

3066

2634

2095

1596

1239

985

772

585

440

294

153

59.1

26.0

240

2870

2850

2786

3035

3293

3347

2924

2336

1739

1284

1021

874

731

563

423

271

144

51.3

19.1

250

2846

2827

2770

3092

3380

3307

2742

2105

1503

1126

949

860

703

551

404

255

131

44.4

13.9

260

2857

2787

2778

3134

3445

3244

2645

1990

1402

1065

936

855

701

554

393

241

120

37.5

9.62

270

2832

2785

2774

3136

3448

3220

2615

1958

1381

1052

934

850

690

547

385

232

113

33.3

8.12

280

2843

2814

2790

3090

3381

3259

2679

2036

1449

1094

941

850

688

539

387

239

118

36.7

11.9

290

2824

2846

2826

3033

3298

3274

2802

2195

1606

1198

973

852

686

532

388

241

121

38.9

16.6

300

2830

2840

2893

3013

3177

3241

2959

2471

1913

1438

1116

892

716

541

402

254

125

43.7

22.8

310

2818

2848

2979

3047

3053

3072

2996

2728

2320

1862

1473

1153

857

585

418

268

131

51.0

32.3

320

2817

2931

3065

3129

3075

2951

2892

2811

2638

2368

2066

1749

1436

1039

593

300

148

67.8

49.0

330

2828

2977

3139

3207

3135

3060

2976

2872

2791

2697

2554

2407

2261

2019

1434

601

186

93.9

76.9

340

2837

2985

3186

3220

3169

3165

3163

3153

3151

3153

3146

3171

3252

3415

3140

1843

451

132

112

350

2855

2974

3203

3190

3239

3279

3247

3297

3404

3523

3655

3852

4215

4844

5143

3546

1051

132

105

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.11.16 Remarks:
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