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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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UNIT:cd
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AVERAGE BEAM ANGLE(50%):116.3 DEG
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INTENSITY DISTRIBUTION DIAGRAM
IN C PLANS

MAX INTENSITY CONE SURFACE
DISTRIBUTION DIAGRAM
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DATA OF LAMP PHOTOMETRIC DATA Eff: 130.00 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













LD37LMX 1M 3030

37

220

4810

1

220.1

2572

100.0

4810

0,69.0

0.0

100.0

0.0

48.5

0.0

51.5

0.05000

23.060

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Classification:

IES:Type I - Medium
CIE:Narrow - Intermediate

CIE:Non-cut-off
IES:Semi cut-off

Max.At80:166.2cd/klm
Max.At90:0.8345cd/klm
Max.80-90:166.2cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   2572

90%   2315

80%   2058

70%   1801

60%   1543

50%   1286

40%   1029

30%    772

20%    514

10%    257

 5%    129

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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STREET SIDEHOUSE SIDE RATIO OF DISTANCE TO MOUNTING HEIGHT
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1.5 0.74 0.44 0.15 0.074

ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 14.59 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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ZONAL FLUX DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1518 1580 1570 1552 1486 1314 1249 1331 138.9 138.9 2.89,2.89

1581 1598 1476 1570 1533 1192 1104 1224 404.8 543.7 11.3,11.3

1683 1435 1212 1429 1601 1114 1029 1172 633.2 1177 24.5,24.5

1841 1128 891.4 1132 1723 1087 924.2 1169 802.9 1980 41.2,41.2

2034 733.0 502.8 751.6 1884 1006 677.8 1106 885.3 2865 59.6,59.6

2290 344.9 293.6 364.2 2093 699.3 327.8 786.9 842.8 3708 77.1,77.1

2560 179.1 169.1 181.5 2386 218.1 178.3 233.6 696.4 4404 91.6,91.6

594.6 46.07 37.87 46.29 799.3 53.62 43.53 53.51 375.1 4779 99.4,99.4

3.479 1.160 0.5973 1.089 4.014 0.8411 0.6638 1.000 30.53 4810 100,100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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ISOCANDELA DIAGRAM

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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Imax:2572(H69.0,V0.0)
 (At:C=0.0,Gamma=69.0)

UNIT: cd

10% 257.2
20% 514.5
30% 771.7
40% 1029
50% 1286
60% 1543
70% 1801
80% 2058
90% 2315

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LCS REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:
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LUMINAIRE CLASSIFICATION SYSTEM(LCS) GRAPH
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C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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BUG REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 644.56 13.4

FM - Front-Medium(30-60) 1223.6 25.4

FH - Front-High(60-80) 453.17 9.4

FVH - Front-Very High(80-90) 12.225 0.3

Total Forward Light 2333.5 48.5

BL - Back-Low(0-30) 532.34 11.1

BM - Back-Medium(30-60) 1307.4 27.2

BH - Back-High(60-80) 618.37 12.9

BVH - Back-Very High(80-90) 18.305 0.4

Total Back Light 2476.4 51.5

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B2-U0-G2

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 2476.4 0 2476.4

Street Side 2333.5 0 2333.5

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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ROAD ISOCANDELA REPORT

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1478

5 1493

10 1518

15 1545

20 1581

25 1626

30 1683

35 1756

40 1841

45 1933

50 2034

55 2153

60 2290

65 2435

70 2560

75 1892

80 595

85 22.3

90 3.48

10

1473

1503

1543

1584

1626

1668

1713

1766

1814

1850

1866

1861

1832

1714

1398

730

141

16.4

3.36

20

1469

1512

1560

1607

1647

1671

1676

1663

1632

1562

1443

1273

1048

758

401

135

56.0

11.4

2.88

30

1468

1522

1574

1619

1645

1636

1588

1503

1379

1227

1043

822

587

356

195

116

48.9

9.12

2.15

40

1466

1527

1580

1614

1617

1575

1483

1347

1188

1006

793

582

379

247

181

109

45.6

7.94

1.39

50

1464

1532

1581

1603

1580

1510

1386

1237

1068

876

673

467

311

243

177

109

46.5

7.86

0.93

60

1464

1535

1580

1586

1542

1444

1308

1153

982

790

589

401

294

243

171

105

45.6

7.84

0.72

70

1462

1536

1577

1569

1510

1394

1256

1100

930

740

539

371

295

230

171

102

42.7

8.76

0.64

80

1462

1537

1573

1556

1485

1361

1221

1066

898

707

507

356

293

228

170

95.8

39.5

8.48

0.61

90

1461

1535

1570

1550

1476

1351

1212

1058

891

701

503

355

294

229

169

94.9

37.9

8.29

0.60

100

1461

1533

1567

1550

1479

1356

1218

1064

899

709

512

357

292

228

169

96.8

40.2

8.69

0.60

110

1459

1528

1564

1556

1497

1386

1251

1098

932

745

548

376

294

231

170

104

43.6

8.71

0.62

120

1460

1523

1561

1565

1523

1432

1302

1152

986

800

604

413

295

242

171

106

46.2

7.95

0.70

130

1458

1516

1556

1574

1555

1494

1380

1236

1072

888

690

489

323

243

179

110

46.4

8.28

0.87

140

1458

1507

1548

1579

1585

1553

1477

1348

1192

1014

813

610

406

258

184

110

46.1

8.20

1.31

150

1457

1496

1536

1574

1603

1606

1572

1500

1382

1228

1054

846

622

398

215

117

50.6

9.75

2.10

160

1458

1486

1521

1562

1602

1630

1640

1632

1603

1546

1448

1298

1091

838

525

185

60.6

12.7

2.96

170

1458

1471

1496

1532

1571

1606

1643

1686

1732

1772

1800

1811

1797

1729

1556

1086

270

18.1

3.49

180

1478

1475

1486

1508

1533

1561

1601

1656

1723

1799

1884

1983

2093

2185

2386

2056

799

29.6

4.01

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: 

SPEC.:

MFR.: 

TYPE:

DIM.: 

SUR.:21cm*16cm

WEIGHT:

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 1473

5 1454

10 1447

15 1448

20 1451

25 1459

30 1481

35 1517

40 1561

45 1610

50 1669

55 1737

60 1802

65 1849

70 1843

75 1408

80 445

85 23.5

90 3.52

200

1469

1434

1405

1383

1364

1348

1344

1352

1366

1384

1410

1425

1400

1298

1017

495

101

16.9

2.65

210

1468

1416

1367

1322

1283

1252

1232

1222

1219

1217

1212

1180

1075

853

487

174

58.4

11.4

1.62

220

1466

1399

1329

1267

1216

1175

1142

1127

1125

1110

1073

986

812

528

255

121

54.6

11.1

0.95

230

1464

1384

1299

1226

1168

1118

1085

1070

1050

1012

939

803

587

330

181

115

52.6

10.9

0.74

240

1464

1373

1276

1199

1136

1085

1054

1028

989

928

822

658

439

255

175

114

52.5

10.7

0.70

250

1462

1363

1260

1180

1114

1067

1036

999

947

864

735

558

362

236

176

110

47.6

10.8

0.68

260

1462

1359

1252

1172

1106

1061

1028

986

926

830

690

511

336

237

179

106

46.0

11.0

0.68

270

1461

1357

1249

1169

1104

1062

1029

987

924

824

678

497

328

237

178

103

43.5

10.4

0.66

280

1461

1361

1255

1176

1111

1069

1039

1001

943

848

707

521

339

238

179

107

46.3

11.0

0.68

290

1459

1366

1266

1189

1126

1083

1058

1029

983

902

772

585

373

238

176

110

47.5

10.5

0.70

300

1460

1377

1286

1213

1155

1111

1089

1075

1046

990

883

711

468

264

176

113

52.4

10.4

0.73

310

1458

1388

1313

1247

1195

1155

1136

1134

1125

1095

1026

886

651

358

185

115

52.7

10.6

0.82

320

1458

1404

1348

1295

1252

1224

1209

1206

1214

1212

1187

1105

923

607

282

122

54.4

10.7

1.18

330

1457

1420

1385

1349

1321

1307

1306

1315

1328

1345

1355

1339

1241

1003

578

198

58.6

11.8

2.00

340

1458

1439

1425

1410

1403

1409

1428

1456

1491

1536

1596

1651

1668

1578

1265

622

120

16.6

2.89

350

1458

1456

1462

1470

1488

1519

1562

1621

1689

1765

1850

1955

2076

2201

2193

1534

457

19.3

3.52

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2017.10.31 Remarks:
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